
   ELAN I45 
                     (4 CABINS)  

              INSTRUCTION 



Precautions and recommendations 

1 
Do not leave the marina in strong 

winds above 27 knots! 

2 
Do not use the engine speed above 2500 

turns.  

3 
It is allowed to use the engine 

speed  above 2500 turns only for 

maneuvering.  

4 
Donôt use the  bow thruster 

(maneuvering device on the bow) 

more then 5 seconds. 

5 
Watch on the water during 

parking reverse to avoid 

winding of the mooring lines on  

the propeller  

6 
Also during reverse parking beware 

of hidden hazards that may damage 

the rudder. 

7 
Removing the anchor go ahead at a 

low speed 0.3 kn in the line of the 

chain. This will unload anchor winch 

and the anchor fuse will not be broken. 

8 
When you leave the boat and there 

is no one on it close the board . 

Otherwise in the case of unfavorable 

wind it may smash hinge side against 

pier. 

9 
If the anchor caught the ground, donôt 

pull it up, otherwise the chain may be 

broken and the anchor will stay on the 

bottom.  

10 
To lift the hooked anchor  up you need  

to loose some more chain, after that 

turn the yacht at another angle and try 

to pull up the anchor once again.  

11 
When starting the engine  at idle , 

increase its speed to 3500 turns for a 

couple of seconds and check if the 

water is coming of the exhaust pipe.  

12 
Donôt anchor in the wrong place. 

When sleeping at anchor, check 

the weather forecast. Make sure 

that  your bay is safe.  

13 
Itôs better to give the way to all 

vessels for you can be out of 

sight of another boat . Avoid 

collisions !  

14 
When anchoring, make sure that  

your chain does not cross another 

one.  

15 
Donôt forget to adjust backstay! Keep 

it tight on a broad course, and loose it 

on a close course. 2 



Well, itôs the first time you are onboard Elan I45.  

Seven unforgettable days and nights (maybe more) are 

ahead. Yacht is your home now, and it means that your should 

learn its either technical or household features to avoid 

embarrassing situations and breaks. 

As soon as  you are  on board, 

check the availability of all fire 

extinguishers and life jackets 

remember their layout. Instruct the 

crew and show all fire 

extinguishers and life jackets 

locations.  

In case of emergency this 

information may save your life.  
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WC 

WC 
(toilet+sink 

+shower) 

First you should pay 

attention to the toilet. It is 

electric toilet; just push 

the button to flush the 

water. 

Pump some water before 

use, then it will be easier 

to flush and you avoid 

pipe clogging. 

Better pump much water 

to flush abundantly. 

Flush 2-3 times after use 

to avoid bad smell.   

It is forbidden to throw toilet paper 

and hygienic kit into the toilet bowl 

to prevent pipe clogging. 

Otherwise it will be necessary to 

disassemble the entire 

construction . 
 

 
We recommend to open the tank 

during sailing. The valve is 

under the sink. It is the biggest 

among all valves by sight.    
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There is a cold and hot 

water both in shower and 

sink taps.  

Floor 

drain 

After shower the water stays in the 

room. Switch on the pump to flush 

water. The button is next to the 

sink.  

If the water does not go 

down, check there is no 

dirt under the water 

grate.. 

If the hose does not 

come out donôt pull it!  

It may catch on 

something inside.  To 

release the hose , open 

the box under the sink 

and correct it. 
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Galley 

Galley and dining area are the most spacious 

parts of a lower deck. ¢ƘŜǊŜΩǎ enough place for 
three hostesses during  of cooking and whole 
crew can sit for dinner easily.  
The galley is equipped with everything needed 

for housekeeping.  

 Three-hob gas stove with oven 

 

The stove hangs on hooks, what 

lets it sway in sync with waves, 

keeping horizontal position and 

soup in the saucepan. 

It can be fixed in ordinary position if 

needed. 

Washer 

There is a built-in washer in the kitchen. Just like stove, it can 

be closed with pieces of table top. The tap is standard. 

To prevent pipe stuffing do not flush waste (e.g. coffee 

grounds). 

 
There is also a microwave oven 

on the boat. Use it from ashore 

power source supply or 

generator only.  
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Press the handle to close the box. A special mechanism 

wonôt let it open.  

Door lock 

When the yacht goes 

under sails all things 

must be fixed. 

Put the food, dishes, 

cutlery into the boxes. 

Each box has a locking 

handle button. 
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Fridge 

Besides the fridge, there is also 

a deep-freeze on board. 

Pull the ring and lift the cover to 

open the deep-freeze. 

Gas tap is under oven          Gas bottle is on the stern 
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Captainôs  

bridge 

All energy systems of 

the vessel, 

communication and 

navigation switches 

are on the control 

panel. 

Main switches and inverter (it is hidden, only switch is 

out) are on the control panel. 

1) Check  the network 

breakdown. 

2) Check the tumbler 9 

(WIFI) is on. 

3) If everything is 

on, switch off the 

tumbler  9 (WIFI) 

for a few minutes 

and switch it on 

again. 

4) The network is to 

resume in a few 

minutes.  

 

If there is no Wi-Fi signal 
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1. Anchor light 

2. Navigation lights 

3. Running light 

4. Tricolor lights  

5. Deck lights 

6. Interior lights 

7. Cockpit lights 

8. USB/12V Sockets  

9. WI-FI 

10. Water pump 

11. Shower pump 

12. Bilge pump (automatic) 

16. Anchor winch 

17. Bow thruster 

18. Fridge 

19. Water heater  

20. Battery charger  

21. Air condition 

22. Galley appliances 

23. Sockets 220V 

24.    

25.Engine 

26.Consumers 

27.Inverter 
13. Bilge pump (manual) 

14. Waste pump 

15. Instruments, autopilot  

Tank and battery level indicator 
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Main circuit breakers and switches 

In case there is no electricity on board, check if the circuit 

breaker is on a shore. After that check 2 circuit breakers 

behind the panel in the left aft cabin.  

If anchor winch doesnôt work 

check the circuit breaker is on!  

It is located in the forward cabin 

under the mattress in the last 

box. 

 

Manually operated battery 

switch. 

2) Climate 

system power 

supply 

1) Yacht power 

supply 220V 

 

1 

2 
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If the fuse is blown 

If the fuse is blown the block 
element indicator will flash red on 
the  switchboard.  

Open the switchboard, 
search the blown fuse 
and change it into a 
new one (new fuses 
you will find also there).   

Warning! 

Replace the fuse with an equivalent rated on! 
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Prohibited 

It is prohibited to put bags, packs or any other kind of 

things at this window! 

There is a grille of the climate system.  

The system will not work  If you block it.  
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Cleaning filter of the climate system 

If there is a fault in the climate system we recommend to open 

crawl space close to the table (see the photo). If the inner part of 

the filter is not seen through the glass it means that the filter is 

stuffed up. In this case you should: 

1) Turn off the valve; 

2) Open the cover; 

3) Clean the filter; 

4) Close the cover; 

5) Turn the valve. 

Water supply valve 
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The  box under the skipperôs seat with  yacht accessories 

In the box you will find: 

9. Flares 

10. Safety harness 

11. Fire blanket 

12. Waterproof package 

1. First aid kit 

2. Fog horn 

3. Binocular 

4. Search light 

5. Fire extinguisher 

6. Instruments 

7. Compass 

8. Winch handles 

You can use the fire 

blanket to put out a small 

fire. As well as fire on the 

cooking stove or 

because of spilled 

flammable liquids.  

Always be careful and 

stay alert! 
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Cabins: 
All cabins equipped with lockable cabinets and lights 

 
Starboard aft cabin 

 
Forward cabin 

 
Port aft cabin 

Batteries, water heater 

All cabins equipped with 

12V USB sockets which 

are always available 
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*The batteries on the yacht 
are designed for 1 day of 
battery life, to charge the 
battery You need to 
connect to the shore power 
supply or start the engine 
for 1-2 hours. 



         Water system suffocation  

Water tank 
selector valve  

Water  pump 

System air bleed 
bolt 

Water tanks switching may cause the system suffocation (filling the 
system with air). 
What are the main symptoms? 
- There is no water when the tap is opened and the pump is roaring. 
To fix the problem you should: 
1) Switch the valve (1) to select the tank with water. 
2) Open the box under the washer and release air with the help of the 

bolt (2). Unscrew it slightly and wait when the air will leave the 
system.  

1 

2 
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